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Good morning George:

As previously discussed with you and in accordance with guidance you have
provided, Dynegy is submitting the attached Concrete Floor and Trench
Sampling Plan and Report that includes Tables and Figures showing all the PCB
sampling data and locations described in the Plan. Based on your prior
concurrence Dynegy implemented the Plan and the results show, as presented
in Tables 1-4 of the Report, show that all samples are either non-detect or
below the site-specific cleanup objectives for PCBs (i.e. <0.74 ppm for
“common” Aroclors, and 1 ppm total PCBs, per EPA’s industrial Regional
Screening Level). A copy of this report and all the laboratory reports will be
burned to a CD and mailed out to you today.

As mentioned last week, we hoping to receive your decision approving the
reuse of all concrete trench and floor material in the very near future so that
Unit 3 & 4 trenches may be left in place and demolished with the rest of power
block foundation. As we have discussed, segregation and separate handling of
this material is very expensive and time-consuming and unnecessary based on
the data that has been collected. Our contractor informed me last Friday that
in order for them to remain on schedule they would need to start separating

out the trench material on Unit 3, beginning on September 25th, if we do not
have a decision and approval from you by then. As there is a significant
additional cost to Dynegy for separating out the trench material, we hope to
avoid that outcome.

We certainly understand your time constraints, but kindly request that you
expedite your review of our data and approve the reuse of the trench
material. We appreciate your time and effort and look forward to hearing
from you soon.


mailto:Barb.J.Irwin@dynegy.com
mailto:Randell.George@epa.gov
mailto:margaret.rosegay@pillsburylaw.com
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1 Introduction

This report presents the sampling plan and sampling results for the concrete floor and trench
material from Units 1-4 of the Power Block foundation at the South Bay Power Plant in Chula
Vista, California (the Site), which is currently undergoing below-ground demolition. This report
is organized into the following sections:

e Section 2—Sampling Plan. The sampling plan was originally submitted to
the U.S. Environmental Protection Agency (EPA) on July 15, 2014. The
sampling plan presented in this section has been revised to address comments
received from the EPA on July 22 and 24, 2014.

e Section 3—Sampling Results. Approval to proceed with the sampling
described in the sampling plan was provided verbally by Mr. George Randell
of EPA to Dynegy on July 22, 2014. Results for all concrete samples
collected from the Power Block trenches and floors are presented in this
section, including those collected under the sampling plan presented in
Section 2.

e Section 4—References.

Figures and tables are presented at the end of the main text.
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2 Sampling Plan

This sampling plan provides the procedures that will be used to sample the concrete floor and
trench material from Units 1-4 of the Power Block foundation at the Site, which is currently
undergoing below-ground demolition. The Power Block is divided into four Units and has a
surface area of approximately 80,000 square feet. Each unit is approximately 85 feet by 235
feet. A network of drainage trenches is constructed in the surface of the Power Block
foundation. As part of the trench network, a below-ground, enclosed sump is (or was) present in
each Unit of the Power Block to which liquids captured by the trench system drained. The
concrete trenches from Units 1 and 2 have been removed from the Power Block foundation and
are currently stockpiled on Site. The concrete trenches from Units 3 and 4 are still in place on
the Power Block foundation. The remaining Power Block foundation from Unit 1 has been
removed, processed for crushing, and stockpiled. Unit 2 is currently undergoing demolition, and
the southern portion of that Power Block Unit foundation is still in place.

In January 2014, a total of 23 locations were sampled from the concrete trenches before the start
of demolition, and all were found to have concentrations of polychlorinated biphenyls (PCBs)
less than the guidelines for concrete reuse established for the Site (up to 0.74 mg/kg, depending
on the Aroclor) (Bodhi Group 2014; Exponent 2013). Concrete trench sampling results are
presented in Table 1.! The trench samples were distributed evenly among the four Units,
although the sampling frequency was slightly higher in the Unit 2 trench, where a hose that
conveyed liquids from the transformer sump in to the north side of Unit 2 Power Block trench
system was found (by sample PBTO001; see Figure 1). Three samples were also collected from
the Power Block foundation floor outside of the trenches in areas exhibiting the largest amount
of staining; these samples were also found to have PCB concentrations well below the reuse
criteria for the site (up to 0.74 mg/kg, depending on the Aroclor) (see Figure 2). Concrete floor
sampling results are presented in Table 4.

EPA has requested that additional samples be collected from the concrete trenches and floor of
the Power Block and analyzed for PCBs to support the Notification of Self-Implementing
Cleanup submitted by Dynegy to EPA on June 9, 2014 (Dynegy 2014).

The table below presents a summary of the number of past samples and proposed new samples
to be collected on the floor and in the trenches of the Power Block foundation.

! Results of wipe samples, which were also collected from the concrete trenches, are presented in Table 2. All

samples were non-detect for PCBs.
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Trench/Sump Samples Floor Samples Confirmation Samples
Crushed
Concrete
Already To be Already To be Already To be per
Unit Collected Collected Collected Collected Collected Collected DTSC
Unit 1 4 8 (from 1 -- 4 - 3
stockpile)
Unit 2 9 8 (from 1 12* 10 - 3
stockpile)
Unit 3 5 7 (6 trench, 1 1 14 - TBD TBD
sump)
Unit 4 5 7 (6 trench, 1 -- 14 - TBD TBD
sump)
Duplicates 5 2 -- 3
Total 28 32 3 45 14 TBD TBD

TBD = To be determined

*Six of the 12 samples will be collected from the remaining portion of Unit 2; the other six samples will be
collected from slabs within the stockpile of Unit 2 material. While originally a total of 14 samples from
Unit 2 were discussed with George Randell of the EPA on July 22, 2014, there was only sufficient time to
collect 12 samples during ongoing demolition activities.

Descriptions of and discussions about the proposed samples to be collected are in the sections
below.

2.1 Units 1 and 2 Trench Stockpiles

The Units 1 and 2 trenches have been removed from the Power Block foundation, stockpiled on
plastic sheeting, and sprayed with Hydromulch, a stabilizing agent, per the Demolition Soil
Management Plan (Exponent 2013). The Units 1 and 2 trenches are currently stockpiled in two
separate rows and consist of slabs of the trench surfaces along with smaller fragments of trench
material.

While Subpart R of 40 CFR 761 provides procedures for sampling stockpiled waste materials,
this sampling procedure calls for creating composite samples representative of the average
concentration of the stockpile. To better characterize the surfaces of the concrete trenches that
were exposed to PCB-containing liquids, and to target the potentially highest PCB
concentrations present in the stockpile, eight grab samples will be collected from each Unit
stockpile. Six grab samples will be collected from randomly selected slabs of trench surfaces,
and two samples will be collected randomly from the smaller trench fragments. A duplicate
sample will be collected from one of the trench slabs. This amounts to eight samples per Unit,
plus a duplicate, for a total of 17 samples for Units 1 and 2. The samples will be collected
following the collection procedures in 8761.286 of Subpart O and the EPA guidance document,
“Standard operating procedures for sampling porous surfaces for polychlorinated biphenyls,”
dated May 2011. Specifically, a chisel will be used to remove at least 20 milliliters
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(approximately 0.7 ounce) of concrete chips from the surface. Of the six slab samples, four
“shallow” samples will be collected to a depth of 0.5 to 1 inch in depth and two “deep” samples
will be collected down to a depth of 2 inches. The samples will be sent to Eurofins Calscience,
Inc., for PCB analysis per EPA Method 8082. Subpart O is provided in Attachment 1.

In order to verify that an appropriate number of samples will be collected from the Units 1 and 2
stockpiled trench material, samples already collected from the Power Block trenches were
analyzed using ProUCL software. The standard 95% upper confidence limit on the 95"
percentile (upper tolerance limit?) for total PCBs (sum of Aroclors) was below the current EPA
Regional Screening Level (RSL) of 1 mg/kg. Therefore, no exceedance of the RSL is expected
with the collection of 16 samples.

2.2 Units 3 and 4 Trenches

The Units 3 and 4 trenches are still in place in the Power Block foundation. Six samples from
each Unit will be collected following Subpart O of 40 CFR 761. Given the narrow nature of the
trenches (2 feet wide), the grid pattern on a 5-foot spacing recommended in Subpart O cannot be
applied reasonably. Therefore, sample locations have been selected within the trench network to
target areas where staining is observed and where two trenches intersect, such that a sample is
representative of more than one trench. Four samples will be collected along the bottom of the
trenches at trench intersections in the locations indicated on Figure 1. These locations, shown in
Figure 1, were selected to supplement the samples collected previously in the Units 3 and 4
trenches. Two samples will be collected in stained areas of the trench that are to be identified
during field inspection. Stained areas along the sidewalls of the trench may be collected if the
sidewall is the most stained part of the trench. In addition, one sample will be collected from the
bottom of each sump in Units 3 and 4. Sample collection in the sumps may require a confined-
space entry or may be done using construction equipment (i.e., backhoe) remotely. One
duplicate sample will also be collected at one of the sampling locations in either Unit 3 or 4. In
summary, seven samples will be collected from each Unit along with one duplicate, amounting
to a total of 15 samples. The samples will be collected following the collection procedures in
§761.286 of Subpart O (see Attachment 1) and EPA (2011) guidance. Specifically, a chisel will
be used to remove at least 20 milliliters (approximately 0.7 ounce) of concrete chips of concrete
from the surface. Of the seven samples, four samples will be “shallow” and collected to a depth
of 0.5 to 1 inch, and three will be “deep” collected down to a depth of 2 inches. The samples
will be sent to Eurofins Calscience, Inc., for PCB analysis per EPA Method 8082.

2.3 Units 2, 3, and 4 Floors

The Power Block foundation floors outside of the trenches will be sampled. Given that each of
the Power Block Units is roughly 20,000 square feet in size, applying the 5-foot-spaced grid
pattern recommended in 40 CFR §761.283 would result in hundreds of samples per Unit.
Furthermore, collecting a sample for every 100 square feet of space where equipment was

2 This analysis was done using a lognormal distribution.
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located, as recommended in the EPA guidance (U.S. EPA 2011), would result in 200 samples
per Unit. Both of these options result in a prohibitive number of samples.

Fourteen samples will be collected for each Unit. Figure 2 presents the proposed floor sampling
locations in Units 3 and 4. Specifically, stained areas will be targeted, along with areas where
equipment was located. It should be noted that most of the equipment on the Power Block was
placed on concrete pedestals, which were removed along with the equipment.

Given that Unit 2 is already partially demolished, six samples will be collected from the
southern half of Unit 2, in stained areas and in areas where equipment was located.? In addition,
six samples will be collected from the concrete floor that was removed from Unit 2 and
stockpiled on Site. Specifically, large slabs representing the original floor of Unit 2 will be
identified in the stockpile and sampled.

One duplicate sample will be collected for each Unit. In summary, 14 floor samples will be
collected from each Unit, along with three duplicates, amounting to a total of 45 samples. All
floor samples will be collected using a chisel to produce at least 20 milliliters (approximately
0.7 ounce) of concrete chips. Of the 14 floor samples, ten will be “shallow” and collected down
to a depth of 0.5 to 1 inch, and four samples will be “deep” and collected to a depth of 2 inches.
The samples will be sent to Eurofins Calscience, Inc., for PCB analysis per EPA Method 8082.

2.4 Confirmation Samples

Core samples were collected in the Power Block foundation (slurry layer) after removal of the
6-inch-thick trenches (i.e. under the trenches) in Units 1 and 2 and were non-detect for PCBs
(see Table 3). The Unit 3 and 4 trenches and floors will not be demolished until the trench
sampling results from Units 3 and 4 are received. If any concentrations are found to exceed the
cleanup goal, the selected areas where exceedences were found will be removed and disposed
of, and confirmation samples will be collected beneath the areas removed.” The locations where
confirmation samples were collected in the Units 1 and 2 trenches and potential confirmation
sampling locations for the Units 3 and 4 trenches are shown in Figure 3. Should the sampling
results indicate that the trench and floor concrete in Units 3 and 4 can be reused at the Site, the
material will be left in place and demolished with the rest of the Power Block foundation. Any
confirmation samples will be collected using a chisel, as described previously, and will be
analyzed per EPA Method 8082 by Eurofins Calscience, Inc.

®  Unit 2 is partially demolished; therefore, exact locations cannot be defined on Figure 2, because the condition of

the concrete is not currently known. Specific locations will be selected during the field sampling event, after
inspecting the concrete to ensure that it has not been affected by demolition activities.

The concrete trench in the vicinity of sample PBT019 in Unit 3, which has a total PCB concentration greater
than 0.74 mg/kg, will be removed and disposed of.
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2.5 Re-Sampling Crushed Concrete

Prior to reuse at the Site, concrete found to meet site-specific cleanup goals will be crushed to a
size of 2 inches or less. As specified in the Demolition Soil Management Plan for the Site, all
crushed concrete will undergo an additional round of sampling for lead, total petroleum
hydrocarbons (TPH), and PCBs before being reused on Site following the guidelines of the
Department of Toxic Substances Control (Exponent 2013; DTSC 2001). This crushed concrete
sampling, while different from the procedures outlined in Subpart R, serves to characterize the
average concentration of material prior to reuse. DTSC guidance calls for one sample to be
collected for each 250 cubic yards of stockpiled material for volumes less than 1000 cubic
yards. Given that the Units 1 and 2 stockpiles are approximately 600 cubic yards each, three
samples will be collected from each these stockpiles after the concrete is crushed. While the
Units 3 and 4 trenches have not yet been removed from the Power Block concrete foundation, if
the results of the trench sampling indicate that the concrete is acceptable for reuse (i.e., <0.74
mg/kg PCBs), these trenches will not be segregated from the rest of the Power Block
foundation. Rather, the Units 3 and 4 trench materials will be crushed, along with the rest of the
Units 3 and 4 Power Block foundation, and sampled following the DTSC (2001) guidance.
Crushed concrete will be stockpiled pending receipt of sampling results for lead, TPH, and
PCBs, demonstrating that the material meets the site-specific reuse criteria before the crushed
concrete is reused at the Site.
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3 Sampling Results

Approval to proceed with the sampling as presented in the sampling plan (Section 2 above) was
provided verbally by Mr. George Randell of the EPA to Dynegy on July 22, 2014. Sampling of
the Power Block concrete trenches and floors commenced on July 22, 2014, and followed the
procedures outlined in the sampling plan above. The results of the sampling are presented in
Tables 1, 3 and 4.

As indicated in Tables 1 and 4, there are no exceedences of the EPA limit of 1 mg/kg for total
PCBs, nor are there exceedences of the site-specific cleanup goal of 0.74 mg/kg for concrete
samples collected in the Power Block trenches and floors. The majority of the trench and floor
samples collected in July 2014 are reported as non-detect for PCBs.

Based on the sampling results and in accordance with the procedures presented in the sampling
plan (see Section 2 above), the Units 3 and 4 trench material will not be separated from the rest
of the Power Block and will be demolished and crushed along with the rest of the Units 3 and 4
foundation. Consequently, confirmation samples will not be collected from beneath the Units 3
and 4 trenches. As indicated in Table 3, the results of prior confirmation samples collected
below the Units 1 and 2 trenches were all non-detect for PCBs. Based on the in-situ sampling
results from Units 3 and 4, it can reasonably be assumed that the concrete below the trenches
and floor of these units is also non-detect for PCBs. Nevertheless, prior to re-use at the Site and
following the provisions in the Demolition Soil Management Plan (Exponent 2013), the crushed
concrete will be re-sampled and analyzed for PCBs following the frequency outlined in the
DTSC (2001) guidance.
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Table 1 - PCB Analysis in Power Block Trench Concrete

Power Block Trench Sampling - South Bay Power Plant

Total Concentration in Concrete in ug/kg (micrograms per kilogram)

Sample Sample | Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor- | Total
Location # Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262 PCBs
Unitl |PBT009-2.0-2.1 1/16/2014| 1/23/2014| 2.0" <14 <13 <11 <12 34 42 <11 <12 76
Unit1 |PBT010-1.4-1.5 1/16/2014| 1/22/2014| 1.4" <14 <13 <11 <12 20 63 <11 <12 83
Unitl |PBT011-1.4-1.5 1/16/2014| 1/22/2014| 1.4" <14 <13 <11 <12 72 89 <11 <12 161
Unit1 |PBT012-2.0-2.1 1/16/2014| 1/23/2014| 2.0" <14 <13 <11 <12 130 120 <11 <12 250
Unitl |PBT012-2.0-2.1D 1/16/2014| 1/23/2014| 2.0" <14 <13 <11 <12 120 110 <11 <12 230

Unit 1 (1) |SBPP-168-072314 | 7/23/2014( 8/1/2014| 1/2-1" ND ND ND ND ND ND ND ND

Unit 1 (1) |SBPP-169-072314 | 7/23/2014( 8/1/2014 2" ND ND ND ND ND ND ND ND

Unit 1 (1) |SBPP-170-072314 | 7/23/2014( 8/1/2014| 1/2-1" ND ND ND ND ND ND ND ND

Unit 1 (1) |SBPP-171-072314 | 7/23/2014( 8/1/2014| 1/2-1" ND ND ND ND ND 270 ND ND 270

Unit 1 (1) |SBPP-172-072314 | 7/23/2014| 8/1/2014 0 ND ND ND 62 ND 200 ND ND 262

Unit 1 (1) |SBPP-173-072314 | 7/23/2014( 8/1/2014 2" ND ND ND ND ND ND ND ND

Unit 1 (1) |SBPP-174-072314 | 7/23/2014( 8/1/2014| 1/2-1" ND ND ND ND ND ND ND ND

Unit 1 (1) |SBPP-175-072314 | 7/23/2014( 8/1/2014 0 ND ND ND ND ND ND ND ND

Unit 1 (1) |SBPP-175D-080514 | 8/5/2014( 8/9/2014 0 ND ND ND ND ND ND ND ND
Unit2 |PBT001-1.4-1.5 1/16/2014| 1/22/2014| 1.4" <14 <13 <11 <13 85 130 <11 <12 215
Unit2 |PBT001-1.4-1.5D 1/16/2014| 1/22/2014| 1.4" <14 <13 <11 <12 321 401 <11 <12 72
Unit2 |PBT002-1.6-1.7 1/16/2014| 1/23/2014| 1.6" <14 <13 <11 <13 49 120 <11 <12 169
Unit2 |PBT003-1.6-1.7 1/16/2014| 1/21/2014| 1.6" <14 <13 <11 <12 68 190 <11 <12 258
Unit2 |PBT004-1.9-2.0 1/16/2014| 1/21/2014| 1.9" <14 <13 <11 <13 50 100 <11 <12 150
Unit2 |PBT005-2.0-2.1 1/15/2014| 1/23/2014| 2.0" <14 <13 <11 <13 150 220 <11 <12 370
Unit2 |PBT006-2.1-2-2 1/15/2014| 1/23/2014| 2.1" <14 <13 <11 <12 260 340 <11 <12 600
Unit2 |PBT007-1.2-1.3 1/16/2014( 1/22/2014| 1.2" <14 <13 <11 <13 271 79 <11 <12 106
Unit2 |PBT007-1.2-1.3D 1/16/2014| 1/22/2014| 1.2" <14 <13 <11 <12 25 54 <11 <12 79
Unit2 |PBT008-1.8-1.9 1/15/2014( 1/23/2014| 1.8" <14 <13 <11 <13 381J 330 <11 <12 368
Unit 2 |PBT022-2.0-2.1 1/16/2014| 1/21/2014| 2.0" <14 <13 <11 <12 <14 <12 <11 <12

Unit 2 (2) |SBPP-160-072314 | 7/23/2014( 8/1/2014 2" ND ND ND ND ND ND ND ND

Unit 2 (2) |SBPP-161-072314 | 7/23/2014( 8/1/2014| 1/2-1" ND ND ND ND ND ND ND ND

Unit 2 (2) |SBPP-162-072314 | 7/23/2014( 8/1/2014| 1/2-1" ND ND ND ND ND ND ND ND

Unit 2 (2) |SBPP-163-072314 | 7/23/2014| 8/1/2014| 1/2-1" ND ND ND ND ND 68 ND ND 68

Unit 2 (2) |SBPP-164-072314 | 7/23/2014( 8/1/2014 0 ND ND ND ND ND ND ND ND

Unit 2 (2) |SBPP-165-072314 | 7/23/2014( 8/1/2014 2" ND ND ND ND ND ND ND ND

Unit 2 (2) |SBPP-166-072314 | 7/23/2014( 8/1/2014 0 ND ND ND ND ND 140 ND ND 140






Table 1 - PCB Analysis in Power Block Trench Concrete (cont.)

Power Block Trench Sampling - South Bay Power Plant

Total Concentration in Concrete in ug/kg (micrograms per kilogram)

Sample Sample | Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor- | Total
Location # Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262 PCBs
Unit 2 (2) |SBPP-167-072314 | 7/23/2014( 8/1/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (2) |SBPP-177-072314* | 7/23/2014( 8/1/2014 2" ND ND ND 660 ND ND ND ND 660

Unit3 |PBT018-2.1-2.2 1/15/2014( 1/23/2014| 2.1" <14 <13 <11 <12 <14 181 <11 <12 18
Unit3 |PBT018-2.1-2.2D 1/15/2014| 1/23/2014| 2.1" <14 <13 <11 <12 20) 45) <11 <12 65
Unit3 |PBT019-1.3-1.4 1/15/2014( 1/23/2014| 1.3" <14 <13 <11 <12 350 470 <11 <12 820
Unit3 |PBT019-1.3-1.4D 1/15/2014| 1/23/2014| 1.3" <14 <13 <11 <12 321 170 <11 <12 202
Unit3 |PBT020-0.9-1.0 1/16/2014| 1/21/2014| 0.9" <14 <13 <11 <13 <14 140 <11 <12 140
Unit3 |PBT021-2.1-2.2 1/16/2014| 1/21/2014| 2.1" <14 <13 <11 <12 20) 46 ) <11 <12 66
Unit3 |PBT023-1.9-2.0 1/16/2014| 1/21/2014| 1.9" <14 <13 <11 <13 310 <12 <11 <12 310

Unit 3 (3) |SBPP-229-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (3) |SBPP-230-080414 8/4/2014( 8/8/2014 2" ND ND ND ND ND ND ND ND
Unit 3 (3) |SBPP-231-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (3) |SBPP-232-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (3) |SBPP-233-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (3) |SBPP-234-080414 8/4/2014( 8/8/2014 2" ND ND ND ND ND ND ND ND
Unit 3 (3) |SBPP-242-080414* | 8/4/2014| 8/9/2014 2" ND ND ND ND ND ND ND ND

Unit4 |PBT013-1.4-1.5 1/16/2014| 1/22/2014| 1.4" <14 <13 <11 <12 14) 16 <11 <12 30
Unit4 |PBT014-2.1-2.2 1/16/2014| 1/22/2014| 2.1" <14 <13 <11 <13 <14 26 <11 <12 26
Unit4 |PBT015-2.1-2.2 1/16/2014| 1/21/2014| 2.1" <14 <13 <11 <12 <14 <12 <11 <12

Unit4 |PBT016-2.1-2.2 1/16/2014( 1/21/2014| 2.1 <14 <13 <11 <13 120 160 <11 <12 280
Unit4 |PBT017-2.7-2.8 1/16/2014| 1/22/2014| 2.7" <14 <13 <11 <12 31) 24) <11 <12 55

Unit 4 (4) |SBPP-235-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (4) |SBPP-236-080414 8/4/2014( 8/8/2014 2" ND ND ND ND ND ND ND ND
Unit 4 (4) |SBPP-237-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (4) |SBPP-238-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (4) |SBPP-239-080414 8/4/2014( 8/8/2014 2" ND ND ND ND ND ND ND ND
Unit 4 (4) |SBPP-240-080414 8/4/2014( 8/8/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (4) |SBPP-241-080414* | 8/4/2014( 8/8/2014 2" ND ND ND ND ND ND ND ND






Table 1 - PCB Analysis in Power Block Trench Concrete (cont.)

Power Block Trench Sampling - South Bay Power Plant

Total Concentration in Concrete in ug/kg (micrograms per kilogram)

Sample Sample | Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor- | Total
Location # Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262 PCBs
Unit 3
Sump  [SBPP-215-072414 |7/24/2014| 8/1/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4
Sump  [SBPP-191-072414 | 7/24/2014|7/31/2014| 1/2-1" ND ND ND ND ND ND ND ND

Note: PCBs - polychlorinated biphenyls analyzed by EPA Method 8082
ND - non-detect
(1) - Concrete sampled from Unit 1 trench material from the Unit 1 trench stockpile
(2) - Concrete sampled from Unit 2 trench material from the Unit 2 trench stockpile

(3) - Concrete sampled from trenches located in Unit 3 power block
(4) - Concrete sampled from trenches located in Unit 4 power block

* Sample 177 is a duplicate of sample 160
Sample 242 is a duplicate of sample 234
Sample 241 is a duplicate of sample 239

This table does not include sample 176 which was reportedly collected as a duplicate of 175 from the Unit 1 concrete trench material. However, based on visual

observation of samples 175 and 176 stored by the Calscience analytical laboratory, these samples have an entirely different appearance and are clearly not duplicate
samples of concrete trench material. Therefore, an additional sample, 175D, was collected from the original sample container that was the source of sample 175 and
submitted to Calscience for duplicate analysis.






Power Block Trench Sampling - South Bay Power Plant - March 2014

Total Concentration in Concrete in ug/smpl (micrograms per sample)

Table 2 - PCB Wipe Sample Analysis Power Block Trench Concrete

Sample Sample Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor -
Type Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262
Wipe SBPP-PCB11-031114 3/11/2014| 3/17/2014 0 ND ND ND ND ND ND ND ND
Wipe |SBPP-PCB12-031114 3/11/2014( 3/17/2014 0 ND ND ND ND ND ND ND ND
Wipe SBPP-PCB9-031114 3/11/2014| 3/17/2014 0 ND ND ND ND ND ND ND ND
Wipe |SBPP-PCB6-031114 3/11/2014( 3/17/2014 0 ND ND ND ND ND ND ND ND
Wipe SBPP-PCB5-031114 3/11/2014| 3/17/2014 0 ND ND ND ND ND ND ND ND
Wipe |SBPP-PCB4-031114 3/11/2014( 3/18/2014 0 ND ND ND ND ND ND ND ND
Wipe SBPP-PCB8-031914 3/19/2014| 3/25/2014 0 ND ND ND ND ND ND ND ND
Wipe |SBPP-PCB7-031914 3/19/2014( 3/25/2014 0 ND ND ND ND ND ND ND ND
Wipe SBPP-PCB3-031914 3/19/2014| 3/25/2014 0 ND ND ND ND ND ND ND ND
Wipe |SBPP-PCB2-031914 3/19/2014( 3/25/2014 0 ND ND ND ND ND ND ND ND
Wipe SBPP-PCB1-031914 3/19/2014| 3/25/2014 0 ND ND ND ND ND ND ND ND
Wipe [SBPP-PCB10-031914 3/19/2014( 3/25/2014 0 ND ND ND ND ND ND ND ND

Note: PCBs - polychlorinated biphenyls analyzed by EPA Method 8082
ND - non-detect






Table 3 - PCB Confirmation Sample Analysis Trench Concrete
Unit 1 Trench Concrete

Power Block Trench Sampling - South Bay Power Plant - April 2014

Total Concentration in Concrete in ug/kg (micrograms per kilogram)

Sample Sample Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor -
Type Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262
Grab SBPP-PCB9c-042914 4/29/2014| 4/30/2014 0 ND ND ND ND ND ND ND ND
Grab  |SBPP-PCB10c-042914 4/29/2014| 4/30/2014 0 ND ND ND ND ND ND ND ND
Grab SBPP-PCB11c-042914 4/29/2014| 4/30/2014 0 ND ND ND ND ND ND ND ND
Grab  [SBPP-PCB12c-042914 4/29/2014| 4/30/2014 0 ND ND ND ND ND ND ND ND

Unit 2 Trench Concrete
Power Block Trench Sampling - South Bay Power Plant - July 2014
Total Concentration in Concrete in ug/kg (micrograms per kilogram)

Sample Sample Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor -
Type Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262
Grab SBPP-100-070314 7/3/2014 | 7/7/2014 0 ND ND ND ND ND 68 ND ND
Grab  |SBPP-101-070314 7/3/2014 | 7/7/2014 0 ND ND ND ND ND ND ND ND
Grab SBPP-102-070314 7/3/2014 | 7/7/2014 0 ND ND ND ND ND ND ND ND
Grab  |SBPP-103-070314 7/3/2014 | 7/7/2014 0 ND ND ND ND ND ND ND ND
Grab SBPP-104-070314 7/3/2014 | 7/7/2014 0 ND ND ND ND ND ND ND ND
Grab  [SBPP-105-070314 7/3/2014 | 7/7/2014 0 ND ND ND ND ND ND ND ND
Grab SBPP-106-070814 * 7/8/2014 | 7/14/2014 0 ND ND ND ND ND ND ND ND
Grab  [SBPP-107-070814 7/8/2014 | 7/14/2014 0 ND ND ND ND ND ND ND ND
Grab SBPP-108-070814 7/8/2014 | 7/14/2014 0 ND ND ND ND ND ND ND ND
Grab  [SBPP-109-070814 7/8/2014 | 7/14/2014 0 ND ND ND ND ND ND ND ND

* Sample SBPP-106-070814 is a re-sample of SBPP-100-070314 after further concrete and slurry material was removed and disposed.
Note: PCBs - polychlorinated biphenyls analyzed by EPA Method 8082
ND - non-detect






Table 4 - PCB Analysis in Power Block Floor Concrete

Power Block Floor Sampling - South Bay Power Plant

Total Concentration in Concrete in ug/kg (micrograms per kilogram)

Sample Sample Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Total
Location # Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262 PCBs
Unit1 [PBS001-0.0-0.1 1/16/2014| 1/21/2014 0.0 <14 <13 <11 <13 <15 <12 <11 <12 ND
Unit2 |PBS002-0.0-0.1 1/16/2014| 1/21/2014 0.0 <14 <13 <11 <12 27) 77 <11 <12 104
Unit 2 (6) |SBPP-146-072114 | 7/21/2014( 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (6) |SBPP-158-072114* | 7/21/2014| 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (6) |SBPP-147-072114 | 7/21/2014| 7/28/2014 2" ND ND ND ND ND ND ND ND
Unit 2 (6) |SBPP-147D-080514 | 8/6/2014| 8/9/2014 2" ND ND ND ND ND ND ND ND
Unit 2 (6) |SBPP-148-072114 | 7/21/2014( 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (6) |SBPP-149-072114 | 7/21/2014| 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (6) |SBPP-150-072114 | 7/21/2014( 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (6) |SBPP-151-072114 | 7/21/2014| 7/28/2014 2" ND ND ND ND ND ND ND ND
Unit 2 (7) |SBPP-152-072114 | 7/21/2014( 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (7) |SBPP-153-072114 | 7/21/2014| 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (7) |SBPP-154-072114 | 7/21/2014| 7/28/2014 2" ND ND ND ND ND ND ND ND
Unit 2 (7) |SBPP-155-072114 | 7/21/2014| 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 2 (7) |SBPP-156-072114 | 7/21/2014| 7/28/2014 2" ND ND ND ND ND ND ND ND
Unit 2 (7) |SBPP-157-072114 | 7/21/2014| 7/28/2014| 1/2-1" ND ND ND ND ND ND ND ND

Unit3 [PBS003-0.0-0.1 1/16/2014| 1/21/2014 0.0 <14 <13 <11 <12 81 110 <11 <12 191
Unit 3 (8) |SBPP-199-072414 | 7/24/2014| 8/1/2014 2" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-200-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-201-072414 | 7/24/2014( 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-202-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-203-072414 | 7/24/2014| 8/1/2014 2" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-204-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-205-072414 | 7/24/2014( 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-207-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND 120 ND ND ND 120
Unit 3 (8) |SBPP-208-072414 | 7/24/2014| 8/1/2014 2" ND ND ND ND ND 70 ND ND 70
Unit 3 (8) |SBPP-209-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND 52 ND ND 52
Unit 3 (8) |SBPP-210-072414 | 7/24/2014( 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 3 (8) |SBPP-211-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND






Table 4 - PCB Analysis in Power Block Floor Concrete (cont.)
Power Block Floor Sampling - South Bay Power Plant

Total Concentration in Concrete in ug/kg (micrograms per kilogram)

Sample Sample Analysis Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor - | Aroclor- | Total
Location # Sample ID Date Date Depth 1016 1221 1232 1242 1248 1254 1260 1262 PCBs
Unit 3 (8) |SBPP-212-072414* | 7/24/2014( 8/1/2014 | 1/2-1" ND ND ND ND ND 71 ND ND 71
Unit 3 (8) |SBPP-213-072414 | 7/24/2014| 8/1/2014 2" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-184-072414 |7/24/2014| 7/31/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-185-072114 | 7/24/2014( 7/31/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-186-072414 | 7/24/2014| 7/31/2014 2" ND ND ND ND ND ND 110 ND 110
Unit 4 (9) |SBPP-187-072414 | 7/24/2014( 7/31/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-188-072414 | 7/24/2014| 7/31/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-189-072414 | 7/24/2014| 7/31/2014 2" ND ND ND ND ND ND ND ND
Unit 4 (9) [SBPP-190-072414 | 7/24/2014| 7/31/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-192-072414 | 7/24/2014( 7/31/2014| 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-193-072414 | 7/24/2014| 8/1/2014 2" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-194-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-195-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-196-072414 | 7/24/2014| 8/1/2014 2" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-197-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-198-072414* | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-206-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND ND ND ND
Unit 4 (9) |SBPP-214-072414 | 7/24/2014| 8/1/2014 | 1/2-1" ND ND ND ND ND 59 ND ND 59

Note: PCBs - polycholorinated biphenyls analyzed by EPA Method 8082
ND - non-detect

(5) - Concrete sampled from Unit 1 flooring material from the Unit 1 stockpile.

(6) - Concrete sampled from Unit 2 power block floor

(7) - Concrete sampled from Unit 2 flooring material from the Unit 2 stockpile.

(8) - Concrete sampled from Unit 3 power block floor
(9) - Concrete sampled from Unit 4 power block floor

* Sample 158 is a duplicate of sample 146
Sample 212 is a duplicate of sample 209
Sample 198 is a duplicate of sample 187
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Title 40: Protection of Environment
PART 761—POLYCHLORINATED BIPHENYLS (PCBs) MANUFACTURING, PROCESSING,
DISTRIBUTION IN COMMERCE, AND USE PROHIBITIONS

Subpart O—Sampling To Verify Completion of Self-Implementing Cleanup
and On-Site Disposal of Bulk PCB Remediation Waste and Porous
Surfaces in Accordance With §761.61(a)(6)

Contents

§761.280 Application and scope.

§761.283 Determination of the number of samples to collect and sample collection locations.
§761.286 Sample size and procedure for collecting a sample.

§761.289 Compositing samples.

§761.292 Chemical extraction and analysis of individual samples and composite samples.
§761.295 Reporting and recordkeeping of the PCB concentrations in samples.

§761.298 Decisions based on PCB concentration measurements resulting from sampling.

SOURCE: 63 FR 35465, June 29, 1998, unless otherwise noted.
£ Back to Top
§761.280 Application and scope.

Follow the procedures in this subpart when sampling to verify completion of the cleanup for
self-implementing, on-site disposal of bulk PCB remediation waste and porous surfaces consistent
with the levels of §761.61(a)(4)(i) and (iii). The objective of this subpart is not to search for new
contamination. Confirmation of compliance with the cleanup levels in §761.61(a)(4) is only verifiable
for the area sampled in accordance with this subpart. Do not make conclusions or extrapolations about
PCB concentrations outside of the area which has been cleaned up and verified based on the results
of this verification sampling.

£ Back to Top
§761.283 Determination of the number of samples to collect and sample collection locations.

This section addresses how to determine the number of samples to collect and sample collection
locations for bulk PCB remediation waste and porous surfaces destined to remain at a cleanup site
after cleanup.

(a) Minimum number of samples. (1) At each separate cleanup site at a PCB remediation waste
location, take a minimum of three samples for each type of bulk PCB remediation waste or porous
surface at the cleanup site, regardless of the amount of each type of waste that is present. There is no
upper limit to the number of samples required or allowed.
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(2) This is an example of how to calculate the minimum number of required samples at a PCB
remediation waste location. There are three distinct cleanup sites at this example location: a loading
dock, a transformer storage lot, and a disposal pit. The minimum number of samples to take appears
in parentheses after each type of waste for each cleanup site. The PCB remediation wastes present at
the loading dock are concrete (three samples) and clay soil (three samples). The non-liquid PCB
remediation wastes present at the transformer storage lot are oily soil (three samples), clay soil (three
samples) and gravel (three samples). The PCB remediation wastes present at the disposal pit are
sandy soil (three samples), clay soil (three samples), oily soil (three samples), industrial sludge (three
samples), and gravel (three samples).

(b) Selection of sample locations—general. (1)(i) Use a square-based grid system to overlay the
entire area to be sampled. Orient the grid axes on a magnetic north-south line centered in the area
and an east-west axis perpendicular to the magnetic north-south axis also centered in the area.

(i) If the site is recleaned based on the results of cleanup verification conducted in accordance
with §761.61(a)(6), follow the procedures in paragraph (b) of this section for locating sampling points
after the recleaning, but reorient the grid axes established in paragraph (b)(1)(i) of this section by
moving the origin one meter in the direction of magnetic north and one meter in the direction east of
magnetic north.

(2) Mark out a series of sampling points 1.5 meters apart oriented to the grid axes. The sampling
points shall proceed in every direction to the extent sufficient to result in a two-dimensional grid
completely overlaying the sampling area.

(3) Collect a sample at each point if the grid falls in the cleanup area. Analyze all samples either
individually or according to the compositing schemes provided in the procedures at §761.289. So long
as every sample collected at a grid point is analyzed as either an individual sample or as part of a
composite sample, there are no other restrictions on how many samples are analyzed.

(c) Selection of sample locations—small cleanup sites. When a cleanup site is sufficiently small or
irregularly shaped that a square grid with a grid interval of 1.5 meters will not result in a minimum of
three sampling points for each type of bulk PCB remediation waste or porous surface at the cleanup
site, there are two options.

(1) Use a smaller square grid interval and the procedures in paragraph (b) of this section.

(2) Use the following coordinate-based random sampling scheme. If the site is recleaned based
on the results of cleanup verification conducted in accordance with §761.61(a)(6), follow the
procedures in this section for locating sampling points after the recleaning, but select three new pairs
of sampling coordinates.

(i) Beginning in the southwest corner (lower left when facing magnetic north) of the area to be
sampled, measure in centimeters (or inches) the maximum magnetic north-south dimension of the
area to be sampled. Next, beginning in the southwest corner, measure in centimeters (or inches) the
maximum magnetic east-west dimension of the area to be sampled. Designate the north-south and
east-west dimensions (describing the west and south boundaries, respectively, of the area to be
sampled), as the reference axes of a square-based grid system.

(i) Use a random number table or random number generator to select a pair of coordinates that
will locate the sample within the area to be sampled. The first coordinate in the pair is the
measurement on the north-south axis. The second coordinate in the pair is the measurement on the
east-west axis. Collect the sample at the intersection of an east-west line drawn through the measured
spot on the north-south axis, and a north-south line drawn through the measured spot on the east-west
axis. If the cleanup site is irregularly shaped and this intersection falls outside the cleanup site, select a
new pair of sampling coordinates. Continue to select pairs of sampling coordinates until three are
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selected for each type of bulk PCB remediation waste or porous surface at the cleanup site.

(d) Area of inference. Analytical results for an individual sample point apply to the sample point
and to an area of inference extending to four imaginary lines parallel to the grid axes and one half grid
interval distant from the sample point in four different directions. The area of inference forms a square
around the sample point. The sides of the square are parallel to the grid axes and one grid interval in
length. The sample point is in the center of the square area of inference. The area of inference from a
composite sample is the total of the areas of the individual samples included in the composite.

% Back to Top
§761.286 Sample size and procedure for collecting a sample.

At each selected sampling location for bulk PCB remediation waste or porous surfaces, collect at
least 20 milliliters of waste, or a portion of sufficient weight for the chemical analyst to measure the
concentration of PCBs and still have sufficient analytical detection sensitivity to reproducibly measure
PCBs at the levels designated in §761.61(a)(4). Use a core sampler having a diameter 22 cm and <3
cm. Collect waste to a maximum depth of 7.5 cms.

£ Back to Top
§761.289 Compositing samples.

Compositing is a method of combining several samples of a specific type of bulk PCB remediation
waste or porous surface from nearby locations for a single chemical analysis. There are two
procedures for compositing bulk PCB remediation waste samples. These procedures are based on the
method for selecting sampling site locations in §761.283(b) and (c). The single chemical analysis of a
composite sample results in an averaging of the concentrations of its component samples. The area of
inference of a composite is determined by the area of inference of each of its component samples as
described in §761.283(d). Compositing is not mandatory. However, if compositing is used, it must be
performed in accordance with the following procedures.

(a) Compositing in the field or in a laboratory. Compositing may occur either in the field or in a
laboratory. Prepare composite samples using equal volumes of each constituent or component
sample. Composited samples must be from the same type of bulk PCB remediation waste or porous
surface (see the example at §761.283(a)(2)). Mix composite samples thoroughly. From each
well-mixed composite sample, take a portion of sufficient weight for the chemical analyst to measure
the concentration of PCBs and still have sufficient analytical detection sensitivity to reproducibly
measure PCBs at the levels designated in §761.61(a)(4).

(b)(1) Compositing from samples collected at grid points in accordance with §761.283(b). There
are two kinds of composite sampling procedures depending on the original source of contamination of
the site.

(i) The first procedure is for sites with multiple point sources of contamination (such as an old
electrical equipment storage area, a scrap yard, or repair shop) or for unknown sources of
contamination. Under this compositing scheme, composite a maximum of nine samples for each type
of bulk PCB remediation waste or porous surface at the cleanup site. The maximum dimensions of the
area enclosing a nine grid point composite is two grid intervals bounded by three collinear grid points
(3.0 meters or approximately 10 feet long). Take all samples in the composite at the same depth.
Assure that composite sample areas and individually analyzed samples completely overlay the
cleanup site.

(i) The second procedure is for a single point source of contamination, such as discharge into a
large containment area (e.g., pit, waste lagoon, or evaporation pond), or a leak onto soil from a single
drum or tank. Single point source contamination may be from a one-time or continuous contamination.
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Composites come from two stages: an initial compositing area centered in the area to be sampled, and
subsequent compositing areas forming concentric square zones around the initial compositing area.
The center of the initial compositing area and each of the subsequent compositing areas is the origin
of the grid axes.

(A) Definition of the initial compositing area. The initial compositing area is based on a square that
contains nine grid points, is centered on the grid origin, and has sides two grid intervals long. The
initial compositing area has the same center as this square and sides one half a grid interval more
distant from the center than the square. The initial compositing area has sides three grid intervals long.

(B) Definition of subsequent compositing areas. Subsequent composite sampling areas are in
concentric square zones one grid interval wide around the initial compositing area and around each
successive subsequent compositing area. The inner boundary of the first subsequent compositing
area is the outer boundary of the initial compositing area. The outer boundary of the first subsequent
compositing area is centered on the grid origin, has sides one grid interval more distant from the grid
origin than the inner boundary, and is two grid intervals longer on a side than the inner boundary. The
inner boundary of each further subsequent compositing area is the outer boundary of the previous
subsequent compositing area. The outer boundary of each further subsequent compositing area is
centered on the grid origin, has sides one grid interval more distant from the grid origin than the inner
boundary, and is two grid intervals longer on a side than the inner boundary.

(C) Taking composite samples from the initial and subsequent compositing areas. (1) Select
composite sampling areas from the initial compositing area and subsequent compositing areas such
that all grid points in the initial compositing area and subsequent compositing areas are part of a
composite or individual sample.

(2) A person may include in a single composite sample a maximum of all nine grid points in the
initial compositing area. The maximum number of grid points in a composite sample taken from a
subsequent compositing area is eight. These eight grid points must be adjacent to one another in the
subsequent compositing area, but need not be collinear.

(2) Compositing from samples taken at grid points or pairs of coordinates in accordance with
§761.283(c). Samples collected at small sites are based on selecting pairs of coordinates or using the
sample site selection procedure for grid sampling with a smaller grid interval.

(i) Samples collected from a grid having a smaller grid interval. Use the procedure in paragraph
(b)(1)(i) of this section to composite samples and determine the area of inference for composite
samples.

(ii) Samples collected from pairs of coordinates. All three samples must be composited. The area
of inference for the composite is the entire area sampled.

£ Back to Top
§761.292 Chemical extraction and analysis of individual samples and composite samples.

Use either Method 3500B/3540C or Method 3500B/3550B from EPA's SW-846, Test Methods for
Evaluating Solid Waste, or a method validated under subpart Q of this part, for chemical extraction of
PCBs from individual and composite samples of PCB remediation waste. Use Method 8082 from
SW-846, or a method validated under subpart Q of this part, to analyze these extracts for PCBs.

£ Back to Top
8761.295 Reporting and recordkeeping of the PCB concentrations in samples.

(a) Report all sample concentrations for bulk PCB remediation waste and porous surfaces on a
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dry weight basis and as micrograms of PCBs per gram of sample (ppm by weight).

(b) Record and keep on file for 3 years the PCB concentration for each sample or composite
sample.

£ Back to Top
§761.298 Decisions based on PCB concentration measurements resulting from sampling.

(a) For grid samples which are chemically analyzed individually, the PCB concentration applies to
the area of inference as described in §761.283(d).

(b) For grid samples analyzed as part of a composite sample, the PCB concentration applies to
the area of inference of the composite sample as described in §761.283(d) (i.e., the area of inference
is the total of the areas of the individual samples included in the composite).

(c) For coordinate pair samples analyzed as part of a composite sample, in accordance with
§§761.283(c)(2) and 761.289(b)(2)(ii), the PCB concentration applies to the entire cleanup site.

£ Back to Top
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Regards, Barb

Barb Irwin
Director Environmental
Dynegy Operating Company

Cell: 217-519-4035
e-mail: barb.irwin@dynegy.com

Dynegy South Bay, LLC
990 Bay Blvd.
Chula Vista, CA 91911

From: Irwin, Barb J

Sent: Wednesday, August 13, 2014 9:23 AM
To: 'Randell.George@epa.gov'

Cc: 'Rosegay, Margaret'

Subject: FW: Site Visit

Good morning George:

Meg forwarded your e-mail to me. Let me check our schedules and I'll get back to you later this
afternoon or first thing in the morning. Also, we are about to send you all the sample data we've
collected as per the sampling plan. | hope to have that to you tomorrow also.

I’ll be in touch soon, Barb

Barb Irwin
Director Environmental
Dynegy Operating Company

Cell: 217-519-4035
e-mail: barb.irwin@dynegy.com

Dynegy South Bay, LLC
990 Bay Blvd.
Chula Vista, CA 91911

From: Rosegay, Margaret [mailto:margaret.rosegay@pillsburylaw.com]
Sent: Wednesday, August 13, 2014 8:07 AM

To: Irwin, Barb J
Subject: FW: Site Visit

Please contact George to discuss.
Margaret Rosegay | Partner

Pillsbury Winthrop Shaw Pittman LLP
Four Embarcadero Center, 22nd Floor | San Francisco, CA 94111-5998
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ABU DHABI AUSTIN BEUING HOUSTON LOMDON LOS AMGELES MNASHWILLE MEW YORE
MORTHERM VIRGINIA PALM BEACH SACRAMENTO SAM DIEGO SAN DIEGD MORTH COUNTY
SAN FRAMOSCD SHANGHAL SIDCON VALLEY TOKYO WASHINGTON, DC

pillsbury

From: Randell, George [mailto:Randell.George@epa.gov]
Sent: Wednesday, August 13, 2014 8:05 AM

To: Rosegay, Margaret
Subject: Site Visit

Good Morning

I will be in the Los Angeles area from September 2-5. | am looking to come and do a site visit is
possible. | am wondering what days/times would be the most convenient. | also need to know in
order to provide a kind of itinerary for my travel. Thank you for your time and input. | look
forwarding to seeing you and the sites soon.

Thank you

George Randell

Waste Management Division
U.S. EPA

75 Hawthorne Street

San Francisco, CA 94105
(415) 972-3439

The contents of this message, together with any attachments, are intended only for the use of
the individual or entity to which they are addressed and may contain information that is
legally privileged, confidential and exempt from disclosure. If you are not the intended
recipient, you are hereby notified that any dissemination, distribution, or copying of this
message, or any attachment, is strictly prohibited. If you have received this message in error,
please notify the original sender or the Pillsbury Winthrop Shaw Pittman Help Desk at Tel:
800-477-0770, Option 1, immediately by telephone or by return E-mail and delete this
message, along with any attachments, from your computer. Thank you.
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